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RATED OUTPUT POWER ......coerimirerniiisennenesreriesiinnann 150 waotts

INBUT. FOR RATED OUTPUT vz 1.0 milliwatt maximum
POWER OUTPUT @ 3dB compression
NOMINGl ..o 140 watts
A T Y a3 o e e v i nhbis s s s 120 watts
POWER OUTPUT @ 1dB compression
NOMIG: cusiaams s i s 120 watts
DNPITEUITY s vscvmvsssmsnssnanisivisseies s i v i pasissoossi s s 100 watts
FLATNESS ... +2.0 dB maximum; 1.5 dB typical; 0.8 dB with internal leveling
FREQUENCY RESPONSE ......cccoeiiiieicircincire e e 80-1000 MHz instantaneously

GAIN (ot maximum sefting) ....cccooveevvccnicrcninincsnncennee. 52 dB minimum

GAIN ADJUSTMENT (continuous range)........ccecueveeveereen. 18 dB minimum (4096 steps remote)

INPUT IMPEDAMICE.. .covivmeinsminrs v sz siss s 50 ohms, VSWR 2.0:1 maximum

DUTPUT IMPEDAMNCE  .covunnivosss immsvsnsvossspvisss susiunensie 50 ohms nominal

MISMATEH TOLERANEE ™ ..nmmiavmminvmmsissnssimm Will operate without damage or oscillation with any magnitude and phase of
source ond load impedance. Will limit reflected power to 100 watts.

MODULATION CAPABILITY ....ooiieirieneeneeennns A Wil faithfully reproduce AM, FM, or pulse modulation appearing on the input
signal

HARMOMNIC DISTORTION .. covimmiiisinsiiia it dtiai s sbease Minus 20 dBc maximum at 100 watts

THIRD ORDER INTERCEPT POINT ...cocviiiriricriiniccivarias 58 dBm typical

RBF POWER DISPLAY: ...comummsmimeiaisiiromisisimmasiiimi 0-200 watts

PRIMARY POWER (user must $pecify] ....cccecvnivrrivrccsinnnnns 90 - 264 VAC

40/400Hz, single phase
1200 watts maximum

CONNECTORS
BE cosvasnmmmmmmvnisimisiissim s R T See Model Configurations
REMOTE INTERFACES
IEEE-488........coieeeeeeceeceeee e 24 pin female
RS BB it bt i e T B RS 9 pin Subminicture D (female)
BLEGEPULSE . .o vonnmmsimnsmvsmisssipmuniseaissismisiasins Type BNC on front panel
SAREREINTEREDIEK: oo tor oo s say 15 pin Subminiature D
COOLING ..ot eecre s s re e e s senneneas Forced air (self contained fans)
* See Application Note #27
MODEL CONFIGURATIONS
MODEL RF INPUT RF OUTPUT WEIGHT SIZE W x H x D)
150W1000 Type N female on front Type N female on front panel 40Kg (88 1bs) 50.3x24.9x53.0cm
panel 19.8x9.8x21.1in
> 150WT000M1 Type N female on rear Type N female on rear panel 40 Kg (88 lbs) 50.3x249x53.0cm

pane 98‘(98 K’)]' n
150W1000M2 Same as 150W1000 with enclosure removed for rack mounting 30Kg (66 1bs) 48.3x22.2x53.0cm
19x8.75x21.1in

150W1000M3  Same as 150W1000M1 with enclosure removed for rack mounting 30 Kg (66 lbs)  48.3x22.2x53.0cm
19x8.75x21.1in

150W1000M4 Type N on front panel. Type N on rear panel. 40Kg (88 1bs) 50.3x24.9x53.0cm
19.8x9.8x21.1in

150W1000M5 150W1000M2 with gain conirol non adjustable - set o max gain 30kg (66 1bs) 48.3522.2s553.0cm
19x8.75x21.1in

150W1000Mé *See Individual Specification Sheet * :

150W1000M7  Some as 150W1000M4 with enclosure removed for rack mounting 30 Kg (66 |bs)  48.3x22.2x53.0cm
19x8.75x21.1in




